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Express Installation Instructions  
 

1. Clear area where unit is to be installed 

2. Assemble the barrier to the 2 pods as they are provided 
from the factory 

3. Apply adhesive to the bottoms of the mounting plates and 
press the assembly into place 

4. Move pods slightly to align perfectly. 

5. Wait for adhesive to cure before driving or stepping over 
barrier. 
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Installation Manual 

MySpot
Ê 

200 V5  

Remote Controlled Parking Barrier  

Congratulations!  

MySpot 200 rugged construction, 
careful design and attention to 
detail will provide you with years 
of service and enjoyment.  How-
ever, like all things mechanical 
and electronic, proper and careful 
installation is essential in order 
for the product to perform as de-
signed. 

 

We suggest that you keep this 
manual in the carôs glove com-
partment, along with the Emer-
gency Key/Security Wrench.  The 
key allows you to manually lower 
the barrier.  The wrench allows 
access to the Key.  The User 
manual will refresh your memory 
how to do it, as well as show you 
how to recognize when the radio 
batteries need replacing and how 
to go about it. 

 

A summary installation proce-
dure is available at the back of 

this manual.  

If external damage to the packing 
is evident, notify the carrier imme-
diately.  Shipping damage is not 
covered by the manufacturerôs 
warranty. 

WARNING! Barrier may cause pedes-
trian or users to trip over it.  Please install 
and provide warning signs accordingly.  
Note that Public Liability should be in 
place. 

This manual applies to MySpot 200 
version 5 (shipments after February 

2011) and later versions.  

MySpot 200 
is installed as 
shown, to 
block access 
to a parking 
space. 

On command, the barrier falls for-
ward to allow access. 

A video 
showing the 
installation is 
available on 
www.dp-
corp.com/
downloads/
videos 
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Kit Contents  

Below is a list of the main assemblies and parts in the carton.  Please note the ñRef: des-
ignator on the leftmost column.  This ref will be used throughout the manual to identify 
parts and assemblies.   

NOTE  The bolts and washers in the list above are used to attach the PowerPod and the 
IdlePod to their mounting plates for shipping.  The list below details the contents of the 
parts bag that is in the carton where the rest of the hardware is contained. 
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FCC  THIS DEVICE COMPLIES WITH 

PART 15 OF THE FCC RULES. OPERA-
TION IS SUBJECT TO THE FOLLOW-
ING TWO CONDITIONS: (1) THIS DE-
VICE MAY NOT CAUSE HARMFUL 
INTERFERENCE, AND (2) THIS DE-
VICE MUST ACCEPT ANY INTERFER-
ENCE  RECEIVED, INCLUDING INTER-
FERENCE THAT MAY CAUSE UNDE-
SIRED OPERATION. 

 

THE MANUFACTURER IS NOT RE-
SPONSIBLE FOR ANY RADIO OR TV 
INTERFERENCE CAUSED BY UNAU-
THORIZED MODIFICATIONS TO THIS 
EQUIPMENT.  SUCH MODIFICATIONS 
COULD VOID THE USERôS AUTHOR-
ITY TO OPERATE THE EQUIPMENT. 

CE  HEREBY, DESIGNATED PARKING 

CORP., DECLARES THAT MYSPOT 
202 IS IN COMPLIANCE WITH THE 
ESSENTIAL REQUIREMENTS AND 
OTHER RELEVANT PROVISIONS OF 
DIRECTIVE 1999/5/EC.  A COPY OF 
THE STATEMENT OF CONFORMITY 
CAN BE FOUND ON THE COMPANYôS 
WEB SITE. 

 

Rudor M. Teich, President 

 

Copyright and Patents 
 

MySpot 200 is covered by design and utility patent applications and issued patents.  
MySpot is a trademark of Designated Parking Corp. 

 

US patent D511,470S 

US patent 6,398,452 

US patent 7,001,099 

US patent 7,179,015 

EU patent 97924805.1 

Canada patent 2,257,795 
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Can not Reboot  

Step Test YES NO 

1 Is barrier in the UP position when trying to 

boot or change sensor setting? 
go to step 2 Configuration (ñBootò) Switch is ignored 

except when barrier is in the Locked Up 

position 

2 Disconnect battery cable for 15 seconds, 

reconnect.  Problem still exists? 
go to step 3  

3 Replace batteries in PowerPod.  Problem still 

exists? 

Replace elec-

tronic module 
 

Troubleshooting Continued  

Barrier goes up and then drops  

Step Test YES NO 

1 ñarmò the barrier by stepping on it and 

repeat the test.  Problem exists? 
Go to step 2 It was due to barrier being manually manipu-

lated and going out of synch. 

2 Check wires from the optical sensors to 
the electronic module.  Are cables dam-

aged? 

Move wires 

away from edge 

Make sure opto is not subject to bright light 

during test 
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Cardboard template TT provided 
in the MySpot 200 carton.  Do 
not discard accidentally. 

Labels for identifying remote controls 
and matching them to installed units 

The included anchor kit is 

described in page 5  

K8, K7, K14, K11 
and K5 are pre-
m oun ted  on  t he 
p o d s ,  a t t a c h i n g 
them to the mount-
ing plates for ship-
ping. 

 

The other parts are 
conta ined in the 
parts bag. 


